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RICHCOMM

PowerManager Lite

Uninterruptible Power Supplies
Software

User’s Manual

Operating Systems supported:

MS-Windows® 95
MS-Windows® 98
MS-Windows Me®
MS-Windows NT®
MS-Windows® 2000
MS-Windows® 2003
MS-Windows XP®
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Introduction

PowerManager Lite software has been developed for Uninterruptible Power Supplies
(UPS) following the Dry Contact communication protocol via USB. it can display the
status of the UPS and Utility with graphics and letter, and help user to monitor the
quality of Utility power. Otherwise, it can remotely observe the UPS via the network,
enabling users to manage their system more effectively without spatial limit. Upon
Utility failure or UPS battery low, PowerManager Lite takes all necessary actions
without intervention from the system administrator. In addition to automatic file
saving, execute exterior program and system shut-down functions, PowerManager
Lite can also send warning messages via window, sound, pager, e-mail, SMS,
broadcast etc., thereby preventing file damage and taking some necessary actions
if power is suddenly turned off. in addition, PowerManager Lite has the function of
history event log, user can examine and clear these historical event log according to
own demand.

Because PowerManager Lite has the function of Windows NT Service, so it may be
configured to start at system power-up, even if has no user logged on. It also
supports other more languages extensions.

Nowadays, information is more and more important whether it be on personal
computers or servers. In this context automatic power supply monitoring is
essential to the effective deployment of a UPS. In offering comprehensive
monitoring and control features PowerManager Lite provides the best possible UPS
support available.
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Package Contains

Powermanager lite Installation CD 1pcs
Standard USB cable 1pcs

Operating Systems supported:

MS-Windows® 95
MS-Windows® 98
MS-Windows Me®
MS-Windows NT®
MS-Windows® 2000
MS-Windows® 2003
MS-Windows XP®
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Windows 95/98/Me/NT/2000/XP/2003

Features
€ Auto-detect UPS utility failure and battery low.
€ Auto-shutdown computer system and UPS before battery over.
€ Inform user and system administrator with alarm window and sound.
€ Configure countdown time when utility failure and low battery occur.
€ Record event history.
¢ Can select save application files before shutdown system or let computer enter
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sleep mode directly (need the computer support this function)
Run executive program before system shutdown.

Pop-up alarm message on the computer with Windows OS through Windows NT
Messenger service.

Auto send alarm message via Email.

Auto send alarm message via BP-call.

Auto send alarm message via GSM SMS.

Auto send alarm voice to via telephone.

may monitor UPS and shutdown computer via LAN.

Support MS-Windows service functions.

Seamless connect to controlplane, realize nobody on duty.
Install and use easily.

Multi languages extensible.
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Software Installation

The PowerManager Lite SETUP program copies all files required for the installation
process to the relevant locations. Installation is completed by following the steps
outlined below :

1. Turn on the UPS and PC.

2. Place the PowerManager Lite CD into the CD-ROM drive.

3. the lead program of install will automatic execute. Please click on the "Install
Product" button, PowerManager Lite will start to install. Or select the ‘run’ option
may be manually selected from the windows start menu followed by ‘setup.exe’.
PowerManager Lite files will then be copied into the specified directory. (default:
c:\Program Files\richcomm\powermanagerlite\)

Startup PowerManager Lite

After installation, there is some information that let you to select whether start up
Windows at once. PowerManager Lite will start up automatically after reboot the
system. Certainly, you can start up PowerManager Lite form the PowerManager Lite
Group or Startup Group that lie in the Program Group of the Start Menu, as shown
below.

7] Accessories

) Administrative Tools

ManagerLte

Brograms

v BAl Uninstal PowerManagerLie

Windows Server 2003 Standard Edition

dstart | (3 & |

After startup, the icon of PowerManager Lite should appear on the right of taskbar,
as shown below.

«|/@E 1w
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Quit

Click the icon of PowerManager Lite with the right key of mouse, the pop-up menu
should be displayed as shown below.

Start MonikorW, . Chrl+iw
Shows Log(L), Chrl+L

HelpiH3.. Ckrl+H
Bboukial, . Chrl+8
S, Chrl+0

Click the “Quit” menu to quit PowerManager Lite.

Uninstall

Uninstall PowerManager Lite is very simple, you need only do as follow: open the
control panel; start up the add/delete program; select PowerManager Lite in the
program list; click on the change/delete button; select the “Remove” Options Menu.
But then, you had better quit PowerManager Lite before uninstall it.
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Description

The main interface window of PowerManager Lite :

UPS State

Utility status display area: UPS battery status display area:

E 4Battew Voltage Low
e [ "tﬁ%!?- ""4
FE AR
AC Normal - IBattery Normal

UPS connection status display area

[ 1 LA

8PS Connection

8PS Disconnection
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PowerManager Lite configuration :

System setting

click the “System setting” button to open the System setting windows, As shown
below:

A Dbase setting

System Setting o x|

Base setting | Shutdown setting | Crisis prn:u:essl LIPS signal polarity |

' |ocal UPS

Iv Authorization |********

" Rermote UPS

[=E T ] Search

Authatization: nechearmim

™ Auto Start PowerfdanagerLite Ul when login system

Cancel |
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Select UPS

PowerManager Lite can select to monitoring local UPS or remote UPS via network. If
you have to use monitor local UPS and set authorization, you can active network
proxy , the others can connect you by network.

| Parameter setting - x|

General setting | Shutdown =zetting I Warning messagel Sound war: ‘I *I
|

Select TP5 = location:
UPS code:
CON rumber :
Pazsword: I
TIP3 polarity:
Utility fail: f* Cathode " inode
Battery low: % Cathode i inpde
Turn off UP3: " Cathode % Arnode

If you have to use remote UPS click the”search” As shown below:
x|

Base setting | Shutdown setting | Crisis process | UPS signal polarity |

" Laocal UPS

Bl Select network search mode

= Search UPS in LARN

&~ Rer & Searching UPS in the appointed netwark

[=E From IP: | 152 168 . 0O . 1

Ta IP: 192 188 . 0 . 10

Auathori

— )74 Cancel

™ Auto Start PowerldanagerLite Ul when login system

Ol | Cancel |
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B .shutdown setting page

System Setting : i x|

Base setting Shutdown setting | Crisis prn:u:essl LIPS signal paolarity |

[T Autosave aplication files

v Turn off LIPS Turn off LIPS after IE Minutes

™ Display saved file when start operating system

Cptional cormmand file befare shutdown aperating
system to execute

Erowse

O Cancel |

This section allow user execute and auto save program and file before shutdown
system and UPS. On the page, you can set the program which will be executed
before Windows shutdown and UPS shutdown delay-time, and select whether
automatic save application, turn off UPS and show saved file when Windows start
up.
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C Crisis process

System Setting i L x|

Base settingl Shutdown setting  Crisis process | UPS signal polarity |

&+ Shutdown System
" Sleep (Meed Windows 2000 or above)

¥ When AC failure Keep on I 23: Mins

v WWhen Battery Yoltage Low Keep on 27 Sec

Cancel |

On the page, you can set the delay-time of Windows shutdown after utility fail or
UPS battery low. The delay-time of Windows shutdown should be set according to
the actual condition of the connected UPS.

On the page, you can select whether enable Pop warning window function. When
this function is enabled, PowerManager Lite will pop-up the warning message box
with the word which user set in the list box.
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D. UPS signal polarity

System Setting

Battery voltage low: ICathnde j

Shutdown UPS:  [anode ~

)74 Cancel |

AC failure: default is Cathode,if UPS is Utility fail, PowerManager Lite display Utility
ok,then change polarity of AC failure is Anode.

Battery voltage low: default is Cathode, if UPS is Battery low, PowerManager Lite
display Battery ok,then change polarity of Battery voltage low is Anode.

Shutdown UPS: default is Anode,and it be recommended don't to change.
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Warn Receiver setting
click the “warning receiver setting” button on main interface windows to open the
warning receiver setting windows, As shown below:

Warning Receiver o X

Type User Cantact |

Add hladify Delete

Warning Receiver ' i s |

Type User Caontact |

Warning Receiveradd :j'f; x|

Warn Mode: BF YWarning j

Izer

Email WWaming
Telephone YWarn

FPager Mumber

Information Code:

Add Cancel

Add hadify Delete Close
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Warn Parameter setting

click the “Warn parameter setting” on main interface windows to open the Warn
parameter setting windows, As shown below:

A .BP call

Warn paramekter setting : El

Fager BF |Eirnadn::ast| Ermail | SMS | Sound | Telephone xn:lin::el F'n:up-l_Jpl

[~ Enable BP Call ¥arning

MODEM connected to ICDMQ v|

—YWarning code

YWarningmessage WarningCaode WarningCancelledCode
I AL fail ||:| ||:|
™ Battery “oltage Low ||:| ||:|

Cancel |

On the page, you can select whether activate BP call warning function. Only you
have activated it, you can select the serial port connected with Modem, set BP
number of the warning receiver(add in warning receiver of system menu) and
warning code of every event, and the warning receiver can receive BP call warning
when AC Fail, AC Normal, Battery Voltage Low or Battery Voltage Normal.
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B .broadcast

Warn parameter setting ; El
Pager BP Eroadcast |Emai| | SMS | Sound | Telephone w:uiu:el F'u:up-Upl

¥ Enable NT Messenger Warning

=end Message times; |1

Cancel |

On the page, you can select whether activate broadcast warning function. Only you
have activated it, the network users which lies in the same network with you can

receive broadcast warning when AC Fail, AC Normal, Battery Voltage Low or Battery
Voltage Normal.
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C .Email

Warn parameter setting il

TN

Pager EiF'l Broadcast Email |SMS | Sound | Telephone vnicel F'l:up-LJpl

v Enable E-mail Warning

SMTP Server: Imail@richcnmm.cnm

Email Address: |sewice@richcnmm.cnm

V¥ SMTP Authentication

Liser Mame: ISEW'CE

Passwaord: I"“"‘*"ﬂ

e Cancel |

On the page, you can select whether activate E-mail warning function. Only you
have activated it, you can set SMTP address, sender's mailbox and receiver's
mailbox(add in warning receiver of system menu), select whether activate SMTP
authentication, proceed to set user name and password, and the warning receiver
can receive E-mail warning when AC Fail, AC Normal, Battery Voltage Low or Battery
Voltage Normal
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D.SMS

Warn parameter setting i ﬂ

Pager BP | Broadcast | Email  =MS | Sound | Telephone voice | Pop-Up I

¥ Enable SMS Warning

&+ Send SMS by GSM Moden
G5 MODEM connected to |COp3 j

Baud Rate; (=600
SRS Cepter |HO6138002500C

]2 Cancel |

On the page, you can select whether activate SMS warning function. Only you have
activated it, you can select the serial port connected with GSM Modem, set baud rate,
mobile phone number of the warning receiver(add in warning receiver of system
menu) and SMS center number, and the warning receiver can receive SMS warning
when AC Fail, AC Normal, Battery Voltage Low or Battery Voltage Normal.
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E.sound

Warn parameter setting

Pager EiF'l Eirl:uadcastl Email | SMS  Sound | Telephone w:uh:el F'l:up-LJpl

v Enable Sound YWarning

Flay Time: I1

sound files:
YWarning Infamat. .. Resource File
Battery “oltage L. batlowfaile way
Battery “oltage . . batlowsucce way
AL Fail utilfail way
AL Marmal utilsucce. way

Madify

I Cancel |

On the page, you can select whether activate sound warning function, and receive
warning sound when AC Fail, AC Normal, Battery Voltage Low or Battery Voltage

Normal.
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F. Telephone voice

Warn parameter setting

Pager EiF'l Eirnadu::aatl Email | SIS | Sound Telephone voice |F'|:|p-l_Jp|

¥ Enable Telephone Warning

voice odem [ NNNNRNRRARIRARINNNY - |
I~
g

Sound Resource:

YWarning Infamat. . | Hesource File
Battery Yoltage L... batlowfaile. way
Battery “oltage ... batlowsucce way
AL Fail utilfail. way
AL Marmal utilsucce. way
Modify
04 Cancel

On the page, you can select whether activate Telephone Voice warning function.
Only you have activated it, you can select the Modem , set Telephone Voice nhumber
of the warning receiver(add in warning receiver of system menu), and the warning
receiver can receive Telephone Voice warning when AC Fail, AC Normal, Battery

Voltage Low or Battery Voltage Normal

PowerManager Lite
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G.Pop-up.

Warn parameter setting

On the page, you can select whether activate Pop-Up warning function. Only you
have activated it,the warning receiver can receive Pop-Up windows warning when
AC Fail, AC Normal, Battery Voltage Low or Battery Voltage Normal.
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Show Log

Click the icon of PowerManager Lite in tasks tab with the right key of mouse, then
click the “show log” menu which in the pop-up menu, the show log window should
be displayed as shown below.

x|
Tvpe | H .. | Date | Datetimel From | Event | Event Deszcription |
e'E. .. D001 200%-... 1002618 User:SYS... C:‘\Frogram Files‘richcomm‘FowerManag. ..
@I. .. D002 200%-... 10:26:15 HostHame... UFS DisConnected
@I. .. 0003 2005-... 10:26:15 User:SYS... UPS DisComnected
@E. .. D004 2005-. . 8:52:58 User:3YS. .. C:'Program Files'richcomm'PowerManagz . .
@I. L. Doos o 2005, .. 5:52:55 HostHame... UFS DisConnected
@I. .. 0o 2005 .. §:52:55 WUser:SYS... UFS DisConnected
@E. .. 0007 2005-... 19: T:52 User:3YS. .. C:‘\Program Files'richcomm'FowerManag ..
@I. .. DOE 200%-... 19 T:458 HostHame... UFS DisConnected
@I. .. 0Ooog 2005-... 19: T:48 User:SYS... UFS DisComnmected
(1., 0010 2005 .. 14:32:41 User:SYs...  UESIEIAPER
{1)I... 0011 2005- .. 14:32:40 HostWame... UESIEIAPER
(19I... 0012 2005-. .. 14:23:37 User:SYS... VESIBACPBR
(1)I... 0013 2005-... 14:23:37 HestWame .. UPSIEATHER

Close |

All history events will appear in the “History event” list window. You can delete all
history event by click the “clear” button.
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Show document

Click the "file" from menu of PowerManager Lite ,and select "show document” , the
applications closed and saved files information window should be displayed as
shown below.

Application Information i i x|

Closed Applications
#32770

‘MSPaintApp
Motepad
OpusApp

Relative Saving Filename

CAWINNT\TEMPAWYIEFE .tmp

OK

Those applications that PowerManager Lite closed at the system last shutdown and
relative saving file are displayed on the window. When you have selected a closed
application from the closed applications list, the directory of the relative saving file
should be displayed in the relative saving filename list.
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About PowerManager Lite

Click the icon of PowerManager Lite with the right key of mouse, then click the
"about" menu which in the pop-up menu,

The version, copyright information, technologic support and relative warning about
PowerManager Lite are displayed on the window.

X%F PowerManagerLite x|

FowerManagerLite 3. 20

pmces Bi chComm System Technologies. Ine
Copyright B2004-2005

http:ffwww. richcomm. com. on

mallto: servicelrichecomm. com. en

Warning -

Thi= computer program 1= protected by
copyright law and international treatise.
Unanthorized reproduction or distribution of
thiz program or any portion of 1t, may
result in zewere civilt
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